
AC-Switch Disconnector 
ODA Series

Technical Specifications

Rated operational voltage Ue

Rated insulation voltage Ui

Rated impulse withstand voltage Uimp

Rated operational current

V

V

kV

Type ODA20
690V

750V

8kV

440V

500V

690V
440V

500V

690V

AC-22A

AC-23A

A

A

A

A

A

A

20

20

20

20

16

16

25

25

25

25

16

16

32

32

32

32

25

25

40

40

40

40

32

32

63

63

63

63

40

40

16

16

16

16

10

10
Short circuit capacity 

Max. fuse size (Rk5)A

Max. Fuse size (Class-J)

Rated fused short circuit current
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ODA16 ODA25 ODA32 ODA40 ODA63

Rated frequency

Available in pole versoins

wire cu only

Protection class

Rated short time withstand current  Icw

Rated short circuit making capacity  Icm

Break all lines

Standard

60-75  
IP65

640A(1s)
12Ie

for use on a flat  surface type 1 only

1260A(1s)

IEC60947-3 

3 Pole & 4 Pole
50/60Hz

Amps  
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AC-Switch Disconnector 

PGK Distribution

2/21 Hugo Place Mansfield, QLD 4122
T: 1300 PGK SOL

Brisbane - Head office Melbourne
8 Mohr St Tullamarine, Vic 3043
T: 1300 PGK SOL

Sydney
1/194 Military Rd Guildford, NSW 2161
T: 1300 PGK SOL

Wiring Diagram
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