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Passive House Systems products are used by a very diverse customer base for a wide range of technical and industrial applications. The demands made on 
our products vary considerably from application to application. We strongly advise users to test the products suitability for their own particular requirement. 
All data and recommendations contained in this Technical Datasheet are based on our own test results and practical experience and are aimed at helping 
customers select the appropriate product. This information is provided without liabiolity. We reseve the right to change the technical specification without 
prior notiprior notice. Samples are available free of charge. our sales team are available to help support all technical specifications for our products.

PHS Double Sided Tape

PHS Double Sided Tape is a ready-to-use, polyacrylate adhesive film.

PHS Double Sided Tape, used for bonding VCL membranes to the sub-

strate i.e. studs and rafters. It allows for greater airtightness over the al-

ternative of puncturing the membrane with staples and the only 

option when bonding to steel substrates.

Furthermore – the ageing resistance of PHS Double Sided Tape is very 

high. Perfect solution for the self-adhesive equipping and coating of 

rolled material. Especially when you require high adhesion and bond-

ing onto difficult substrates. PHS Double Sided Tape has a width of up 

to 50mm. This complies to the requirements according to DIN 18324: 

Fire safety of large roofs for buildings.

Application
Ensure that the PHS Double Sided Tape is applied within the tempera-

ture range, between -10oC and +40oC, preferably above 5oC.

Apply the PHS Double Sided Tape in the centre and length of the appli-

cation area (stud, joist etc) Peel away the silicone paper backing when 

ready to adhere the membrane to the PHS Double Sided Tape. 

Firmly apply the membrane to the PHS Double Sided Tape with a cloth 

or a roller

Colour
•   Blue & white.

Sizes
•   30mm x 50m,

•   100mm x 50m.


